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MICIO" & MICIO steel”

SCrew Cqaps

Micro™ and Micro Steel™ decorative screw caps are used to mount sign materials flush
to the wall quickly and easily. Micro™ screw caps feature a front mounting snap system for
installation in places that are not easily accessible.

AlB

016" A
& mmi 0.28"
[7 mm]
4 >
pnEEs B
0.25% %
[5 mm]
| !
RUBBER SNAP
MECHANIEM

b

~

a

B 1
0.16" .

0.59 0.98"
fmml g mm | [25 mm]

Genh

A = 98" Diameter
B =.59” Diameter

e

MICro steel”

Diameter - .59"
Cap Height - .20"

Stainless Steel Brass

Stainless Steel (01)

Features:

» Micro™ material: high quality electroplated brass
» Micro Steel™ material: stainless steel

» Indoor and outdoor weatherable

> Installation methods: drywall screws & anchors

» Recommended load per piece: 33 lbs / 15 kg

> 0.18" / 4.5mm holes required in signage substrate

Packaging:

Eight (8) snap-on caps with rubber “O" ring.
Screws and drywall anchors.

Assembly kit included.

MICro™

Silver Matte (03) Chrome (09)
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STD-FM15-01

STD-FM15-03 STD-FM15-09

Diameter- 1"
L Cap Height - .27"

STD-FM25-03
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